
PACIFICOTE
®

A NAME THAT CAN BE TRUSTED IN OFFSET PRINTING. 

MAGAZINES

BROCHURES

INSERTS

CATALOGUES

FLYERS 

COMMERCIAL PRINT

– Demonstrated performance and runnability

–  Smooth surface delivers consistent
reproduction of images

–  High bulk characteristics offer lower
basis weights with same runnability and
performance as heavier basis weights

END USE APPLICATIONS

ATTRIBUTES

KEY PRODUCT SPECIFICATIONS

CONTACT

Pacificote provides you with versatility and dependability, together with a 
lower-cost option. Our No. 4 coated mechanical paper is the ideal choice  
for press performance and high-quality image reproduction. Its versatility  
and dependability makes it the ideal option for offset printing. You can count 
on Pacificote’s smooth, problem-free print runs no matter how demanding  
your job may be.

GLOSS

BASIS WEIGHT
# book basis 38 40   43* 45 50

gsm 56.2 59.2 63.6 66.6 74

BRIGHTNESS Tappi % 79 80 80 80 80

GLOSS % 58 60 63 64 65

OPACITY Tappi % 89.5 90.5 92 92.5 93.5

CALIPER
mils 2.2 2.3 2.4 2.5 2.8

microns 55 58 61 64 70

* Subject to minimum quantities and trim.

–  Available in lower basis weights for offset printing

–  Chain-of-Custody Certified. Program specific claims
are available, ask us about our certified products

Our Sage line of products are the 
greenest of our papers, manufac-
tured carbon neutral, offering a 
verifiable environmental pedigree 
with chain of custody system. And, 
$1 of every tonne of Sage paper 
sold goes to support our partners’ 
sustainability initiatives.
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SALES OFFICE  | Catalyst Paper (USA) INC | 13110 NE 177th PL B101 PMB 312 Woodinville WA 98072 | T 206-838-2070 | F 206-838-2071

HEAD OFFICE | 2nd Floor, 3600 Lysander Lane, Richmond British Columbia Canada V7B 1C3 | T 604-247-4400 | F 604-247-051


